






Aaron Cautery  

A highly portable and easy to use cauterizing tool.  Simple and effective.

��Aaron pen style cauteries contain two AA batteries inside the handle•	

�To operate, depress the finger switch.  Current flows through the burner-tip, •	
causing it to glow with heat.

Fully Disposable Cauteries  

The complete cautery device is disposable including 
the outer plastic handle, the batteries inside, and 
the tip.  Individually sterile packed, 10 per box.

Change-a-tip Cauteries 

These are made from the same materials as the 
fully disposable version, but the batteries and the 
disposable burner-tip can be replaced.  The plastic 
handle with switch is therefore reusable. When 
purchased, the “power handle” (or pen) has one non 
sterile tip and batteries.  Additional tips are individually 
sterile packed, 10 per box.  Each tip has a sterile drape 
to cover the power handle.

Aaron CauteryMedical & surgical equipment

Tip Shape Model Description

AA01 High temp fine tip disposable cautery  10/box

AA03 High temp loop tip disposable cautery  10/box

AA05 High temp 2” loop tip disposable cautery 10/box

AA00 Low temp fine tip disposable cautery 10/box (For ophthalmic applications)

Tip Shape Model Description

H101 High temp fine tip change-a-tip  10/box

H103 High temp loop tip change-a-tip  10/box

H105 High temp 2” flex loop tip change-a-tip 10/box

H106 High temp 2” flex fine tip change-a-tip 10/box

H109 High temp 5” flex loop tip change-a-tip  10/box

H111 High temp circular tip change-a-tip  10/box

H112 High temp 5” flex fine change-a-tip 10/box

We recommend  
these for  

trouble-free  
use!

Model HITI Aaron Change-a-tip Power Handle 

Includes one H101 fine tip and 2 x AA batteries
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Colposcopes & ENT Microscopes Medical & surgical equipment

Ecleris Colposcope 

�A full featured, high end colposcope with uncompromising optics.  
At home in a theatre or in consultants rooms. 

Super clear and precise image quality•	

Wide field 45° inclined binoculars•	

5 magnification settings from 4x to 25x•	

Fine-focus control•	

300mm Working distance enables space for biopsy instruments•	

Green filter•	

Coaxial illumination delivers light exactly along the line of sight•	

�Powerful 150 Watt halogen Fibre Optic lightsource with dual •	
outputs.  If one globe fails, another is immediately available

Balanced side arm suspension.  Easy to move and very stable.•	

Video and digital camera connection possibilities•	

Model C100F1H Ecleris Colposcope

Ecleris Microscope 
A diagnostic/examination microscope with different 
configurations for ENT, Ophthalmic and Dental use. 

Uncompromising optical clarity•	

Straight, 45° inclined or 180° adjustable binocular tubes•	

Choice of objective lens: 200/250/300/500 focal length•	

5 Magnification settings from 4x to 25x•	

Wide-field adjustable eyepieces•	

 �Powerful LED Fibre Optic lightsource with superlative •	
colour temperature

Easy to manoeuvre and stable suspension arm system•	

Floor, wall or ceiling mounted •	

Video and digital camera connection possibilities•	

Model OM100 FSRDG Ecleris Microscope

Note codes vary for different specialties/features

Procam Video Camera 
A universal CCD video camera that fits Ecleris 
colposcopes, microscopes and endoscopes. 

High image resolution.  625 TV lines, 1/3” image sensor•	

�Control buttons on the camera head for easy operation•	

�Control functions: white balance, anti-fogging, window •	
view, photo freeze

Composite and S-video output•	

Durable alloy construction•	

Connects to Everlux LED lightsource•	

�Optional endocoupler for versatile  •	
transfer from microscope/colposcope  
to endoscopes
�Connection to microscope/colposcope  •	
requires a beamsplitter

Model V1311 Procam Video Camera

Model V1201 Beam Splitter for  
colposcope/microscope connection

Shown with endocoupler  
for endoscopy connection
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Everlux Superbright LED Lightsource  

Surgical quality light for a low investment.

Equivalent output to 100watt Xenon•	

No globes to replace.  Very cheap to run•	

High colour temperature for increased whiteness. 5900° Kelvin•	

Turret accepts common Fibre Optic cables; Storz, Olympus, Wolf, ACMI•	

Integrated connector for optional CCD camera•	

Model LED100 Exerlux LED Lightsource

Colposcopes & ENT MicroscopesMedical & surgical equipment

ENT Rigid Endoscopes  

Low cost rigid scopes for the ENT’s rooms.

Excellent optical quality and finish•	

Storz type locking device•	

Not autoclaveable. Chemical high level disinfection only.•	

Made in Chile•	

SCOPE DIAMETER
WORKING 
DISTANCE

DIRECTION 
OF VIEW

Sinuscope 3.0mm 140mm 0°/30°/70°

Sinuscope 4.0mm 175mm 0°/30°/40°/70°

Otoscope 3.0mm 100mm 0°

Laryngoscope 6.0mm 170mm 70°

Larygoscope 8.0mm 170mm 70°

Endodigi Image 
Management System  

Captures analogue video and converts 
into digital for a connected laptop or PC.

�For use with Ecleris colposcope/•	
miscroscope/endoscopic video

�Includes software to store images  •	
in a patient database

�Footswitch for easy activation  •	
whilst performing an examination

Print, file, email photos and videos•	

Model EN102 EndoDigi  
USB 2.0 Capturing System

Includes software & footswitch
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Elma Ultrasonic Cleaners STERILISING equipment

Elma Ultrasonic Cleaners 

Made in Germany, the new Elmasonic S range is the pinnacle in 
benchtop ultrasonics. 

�Powerful, efficient cleaning with SWEEP ZONE technology.  This •	
optimizes the distribution of sound waves, eliminating “dead spots” 
within the tank.  The cleaning result will be the same every time.

�User friendly digital controls.  LED lights show both the set and •	
remaining cleaning time.

A splash-proof control panel and stainless steel outer jacket.  •	

3 Year guarantee.  Elma Germany is synonymous with reliability.•	

�Degas function for newly mixed cleaning chemicals.  Degas •	
removes the bubbles that prevent the ultrasonic process.

Model
Tank Dimensions

Basket Dimensions
External Dimensions

L x W x D (mm)
Tank Volume

(Litres)

S30 240 x 137 x 100
198 x 106 x 50

300 x 179 x 214 2.75L

S60 300 x 151 x 150
255 x 115 x 75

365 x 186 x 264 5.75L

S70 505 x 137 x 100
465 x 106 x 55

568 x 179 x 214 6.9L

S80 505 x 137 x 150
455 x 106 x 75

568 x 179 x 214 9.4L

S100 300 x 240 x 150
255 x 200 x 80

365 x 278 x 264 9.5L

S180 327 x 300 x 200
280 x 250 x 115

390 x 340 x 321 18L

S300 505 x 300 x 200
455 x 250 x 115

568 x 340 x 321 28L

S450H 500 x 300 x 300
455 x 270 x 194

615 x 370 x 467 45L

S900H 600 x 500 x 300
545 x 450 x 250

717 x 570 x 467 90L

S150 505 x 300 x 100
DIN basket carrier

568 x 340 x 224 N/A

Other standard features: 

Tap & drain outlet New moulded lid acts as a 
draining tray for the basket

Filling level mark

Three year  
guarantee
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GUS Fume Free Soak Station  

Protect your people

Eliminates fumes from gluteraldehyde and OPA.•	

�A powerful, quiet extraction fan draws fumes away from the •	
operator, through a patented filter where they are absorbed 
and neutralised. Clean air is recirculated.

�Meets Worksafe Australia requirements of 0.1 parts per •	
million maximum personal exposure level

Save disinfectant and create less initial fume

�Curved soak tubes need only 1 litre of disinfectant, •	
compared to at least 5 litres in a tray or bowl.

�The exposed surface area of disinfectant in a GUS •	
tube (this represents fume generating potential)  
is 120 times smaller than in a round CIDEX bowl!

For TOE Ultrasound Probes  

�Curved soak tubes allow low mounting height  •	
for easy probe insertion and removal.

� The flexible shaft and sensitive transducer head  •	
of your TOE probe is fully suspended in solution  
and  protected from impact damage

Model G14TC2  
GUS Ductless Fume Free Soak Station

With two curved tubes.  Soak 1 to 2 TOE probes

122cmH x 36cmW x 38cmD

Model G14TC3  
GUS Ductless Fume Free Soak Station

With three curved tubes, Soak 2 to 3 TOE probes

122cmH x 36cm W x 38cm D

For vaginal and rectal ultrasound   

�Probes are suspended within the soak canisters •	
by a cushioned cable clip, preventing impact 
damage to the head

�Padded storage compartment on top of station •	
for electrical connector	

Model G10VP GUS Ductless  
Fume Free Soak Station 

With 2x12”canisters.

Simultaneous disinfection of 1 to2 probes.

58cm H x 26cm W x 27cm D

Model G14KA GUS Ductless  
Fume Free Soak Station 

With 3x12” canisters.

Simultaneous disinfection of 2 to 3 probes.

57cm H x 36cm W x 32cm D 

Fume Free Soak Stations for Ultrasound ProbesSTERILISING equipment

Options 

Model AC-TEST
Electrode connectors on tube 
+ wall bracket for leak testing

Model AC-TCRK  
Wall-mounted storage tube with strain 

relief and electrical connector holder

The current Commonwealth Infection Control standard stipulates 
intracavity ultrasound probes must be processed in a TGA approved 
high-level disinfectant.  All of which are aldehydes and toxic by nature.

A compact, wall mounted, ductless system. High-level disinfection the easy way.
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